
Three­staking bridges machine with
four softening places

Automatic setting for softening instruments at machines control panel

First ever machine with control of softening instruments 
for number of vibration

­ better protection for your leather
­ brings more productivity

SOFT Start system­ gives you far savings of electric power

Electric pneumatic elements only ­ top cleanness

Direction of lower conveyor thrue to the lower part of machine

Watering of upper conveyor by water emulsion

070048/P1, P2, P3, P4
Vibration Staking Machine 
„Mollisa Impress“



070048/P1-P4  working width 3200 mm with three bridges

New type of a vibration­softening machine is advisable for softening and macerating of all kinds upper hides (pigskin leather, side leather,
calf leather etc.) that was dried by regular drying methods.

Changing the position of the upper bridge with softening boards sets up the intensity of softening. Intensity setting up is made by manual
change of shoe lash adjusting nut at the version P1.At the version P2 is automatically. Both setting up methods allow beveling the bridges
in both transversal longitudinal directions.That makes choose optimal softening method possible.

Motor, remote control softening intensity at P2 version enables use the machine even in operation with often­changing raw material
process

Setting up softening intensity is available from 0 to 15 degrees.

Possibility of processing leather on three following beams guarantees quality leather softening including smoothing out the steps after
softening instruments and stabilization of square measure

Conveyer‘s operating speed change including their reversing is easy and fast

The machine is fully covered and fitted by safety components, thanks to that operator‘s work safety is guaranteed

Lubricated places goes into two sections placed on each side of the machine that is providing easily and fast machine lubrication

The machine is installed on pneumatic bases, that guarantees absorbing of the transfer floor vibration

Reversible conveyer can equip the machine

P3 version ­ direction of lower conveyor thru to the lower part of machine, adjusting of staking intensity by hand

P4 version ­ direction of lower conveyor thru to the lower part of machine, adjusting of staking intensity is automatic

Vb1 version Watering of upper conveyor by water emulsion.
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Technical Parameters

Working width mm 3200
Number of spftening places 3
Feed ration m/m 5 ­14
Operators 1­2
Total input kW 15+1,5+2,5=19
Machine dimensions mm 3 980 x 2 800

D = 1850
Weight kg 14 000

P3 version  Direction of lower conveyor thrue to the lower 
part of machine with handy adjusting of staking 
intensity.

P4 version  Direction of lower conveyor thrue to the lower part
of machine with automatic adjusting of staking intensity.

Vb1 version  Watering of upper conveyor by water emulsion.


