
High working reliability given by rugged frame and knife roller

Longer life service ­ central system of greasing

Main parts protected by refractory feed of zinc and chrome

Wide product range ­ for many kinds of leather

07586/P1­P3
07587/P1
Fleshing machines



07587/P1 working width 1500 mm

07586/P1, P3 working width 1800 mm

These machines are used fleshing pigskins, goatskins, sheepskins and calfskins up to the working width of the
machine.The machine operates on feedback principle.

The closing of the machine and the feeding speed of the rollers are secured by a closed hydraulic system.The feeding
speed is sleeplessly adjustable. The machine is equipped with automatic opening after finishing the operation. The
grinding of the bladed roller is effected semi automatically by the grinding device.The height of the control pedal can
be adjusted to the operator’s stature in respect of the optimum position during operation.Also the speed of the closing
mechanism is sleeplessly adjustable which prevents contingent damaging the skin by the bladed roller.

The safe attendance and the total arrangement of the machine ensure high productivity and quality of work.

07586 P2: the machine is equipped by strong main motor and amplified parts of closing mechanism. Stronger
construction make reliable of fleshing.

07586 P3: the machine provides higher safety and amenities of machine and longer safety life. Safety the machine is
provided by pneumatic safety device and photocell. Mechanical lubrication system with ending of lubricated places to
the two points.The machine can be enlarged by automatically lubrication system. Economical jet water rinsing system
is activated during fleshing. Main parts the machines are protected by heat galvanizing.

FLESHING MACHINE
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Technical parameters 07587/P1 07586/P1­P3
Working width mm 1.500 1.800
Feeding speed (both types) m/s 0,03 to 0,5
Productivity pcs/h up to 300 pigskins up to 310 calfskins
Attendance operator 1 1
Total input kW 11.55 15.55
Main dimensions mm 3.280x1.120x1.520 3.580x1.120x1.520
Mass kg 3.600 3.900

1 leather
2 bladed roller
3 supporting roller
4 grooved feeding rollers
5 grinding device


