
Solid and resistant machines frame brings long service life

Fail­safe prove successful service

Pneumatic foots VO4 ­ minimised vibration
­ many placements possibilities (2nd floor)

07705/P2 
07736/P2
Vibration staking machine 
„Mollisa“



07705 P2working width 1500 mm

07736 P2working width 1800 mm

These machines are used for staking and supplying sided cowhide back or butt leathers, which were dried in pasted
or toggled state. The machines are suitable for staking and supplying also other sorts of leathers dried in pasted sta­
te, free state on poles or in a vacuum dryer.

The principle of special processing ensures entirely uniform staking and supplying in the whole area without dama­
ging thin spots, under maintaining strong grain.

On the machines it can be staked in zones with different intensities in five zones (strips) on the type 07705 or in six
zones (strips) on the type 07736 of the whole working width of the machines.The machines operate on the through­
feed principle and automatically and they can be included in production lines.

Special accessories:
Supplied against separate order and surcharge to the price of the machine.
Vh2 overhead feedback conveyer

VIBRATION STAKING MACHINE “MOLLISA”

You reseller:

STROJOSVIT a.s. Vrchlického 22       794 01 Krnov      CZECH REPUBLIC PHONE +420 554 691 352   FAX +420 554 611 149   info@strojosvit.com

www.strojosvit.com

Technical parameters 07705/P2 07736/P2
Working width mm 1.500 1.800
Speed of feeding m/s 0.08 to 0.38
Productivity pcs/h up to 300 sided cowhide leathers

up to 250 calfskin leathers
up to 800 pigskin leathers

Attendance operators 1 to 2
Total input kW 9.0 12.5
Main dimensions mm 2,800x2,200x1,700 3,220x2,200x1,700
Mass kg 4,350 4,985

1 leather
2 table
3 bottom conveyer belt
4 upper conveyer belt
5 bottom staking bars ( bridges)
6 upper staking bars (bridges)


