
07737/P3
Vibration staking machine 
„Mollisa Automatic“

Setting of staking for each softening
instrument can be done at machines control panel

Pneumatic foots VO4 minimised vibration
­ many placements possibilities (2nd floor)



07737/P3working width 2100 mm

This machine is used for staking and supplying chiefly sided cowhide, back or butt leathers which were dried either
pasted or toggled.

The machine is suitable for staking and supplying also other sorts of leathers dried pasted, on poles or in a vacuum
dryer. The motored setting of staking intensity enables to use fully this machine also in workshops with frequent
changes of sorts of processed raw material or with larger changes in stiffness of leathers in individual parts of the
leather.

The principle of special processing ensures entirely uniform staking and supplying the leathers in the whole area
without damaging thinner spots and under maintaining strong grain.

The machine enables staking in different intensities in seven zones (strips) of the whole working width of the machine.
The machine operates on the through­feed principle and automatically and can be included into a production line.

The machine is highly productive and has a low consumption of electric energy.

The adjustment of staking intensity can be effected during the operation of the machine: either individual sections
independently or all sections of one or the other carrier (bar) at once.

Technical Parameters 07737/P3

Working width mm 2,100
Speed of feeding m/s 0,08 to 0,38

up to 360 sided cowhide leathers
up to 300 calf leathers

Attendance operators 1 to 2
Total input kW 16.0
Main dimensions mm 3,410 x 2,200 x 1,750
Mass kg 6,140

VIBRATION STAKING MACHINE “MOLLISA AUTOMATIC”
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1 leather
2 table
3 bottom conveyer belt
4 upper conveyer belt
5 bottom staking bars ( bridges)
6 upper staking bars (bridges)


