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Setting machines

High labour productivity given by automatic door opening

Higher setting out rate in comparison with combined machines

Traditional quality and operating reliability, easy controllability



07793/P1working width 1500 mm

07794/P1working width 1800 mm

07716/P1working width 2100 mm

07713/P1working width 3200 mm

The setting­out machines 07793 P1, 07794 P1 are suitable for setting­out leather of smaller calfskins, sheepskins and pigskins.

The machine 07716 P1 is used for processing particularly leathers of sided cowhides and grasser skins the width of which does not
exceed the working width of the machine.

The machine 07713 enables to setout particularly leathers of sided cowhides harness leathers, frame butts and russet leathers both
in cross or longitudinal directions. It is also possible to set­out leathers destined for usual technical, fancy goods, garment and
furniture purposes up to dimensions not exceeding the working width of the machine.

The base of the machine is a frame to which are attached side parts and the casing of hydraulic system.The latter ensures the speed
of feeding and the closing of the machine.The speed of feeding is sleeplessly adjustable and also the speed of the closing mechanism
can be sleeplessly.

The design of the machine achieved a substantial decrease of noisiness in setting­out. The machine is equipped with automatic
opening after the end of the operation; the height of the pedal can be adjusted with respect to the operator’s optimum position.

SETTING OUT MACHINE
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1 leather
2 spreading roller
3 supporting roller
4 bladed roller
5 ironing roller

Technical parameters 07793/P1 07794/P1 07716/P1 07713/P1
Working width mm 1500 1800 2100 3200
Speed of feeding m/s 0,03 to 0,5 0,03 to 0,5 0,03 to 0,5 0,03 to 0,5
Productivity pcs/h up to 240 leathers up to 130 leathers of calf up to 185 leathers up to 110 leathers

of sheepskins or pigskins skins up to 240 leathers of of sided cowhides of sided cowhides
sheepskins and pigskins

Attendance operator 1 1 2
Total input kW 15,0 18,5 22,0 30,0
Main dimensions mm 3280 x 1010 x 1660 3580 x 1010 x 1660 3880 x 1010 x 1660 5080 x 1010 x 1710
Mass kg 3600 3800 4100 5500


